From arc5 at ix.netcom.com  Sun Oct  2 08:36:40 2011
From: arc5 at ix.netcom.com (David Stinson)
Date: Sun, 2 Oct 2011 07:36:40 -0500
Subject: [BoatAnchors] "Cable" for Those Big "PL-" Connectors.
Message-ID: <FE0B4414630B4B809E9E3C231FDFE10E@DaddyPC>

Finding the multi-conductor cable with the black
rubber coating for the big "PL-" (or Navy equiv.) style
connectors is tough.  If you do have some old stuff
around the insulation and cover is usually questionable.
So individual wires in some kind of tubing 
seems a better idea.

I was in Home Depot awhile back and, in the plumbing
area, saw some black vinyl hose you can purchase by
the foot.  It came in two sizes and one was the right size 
to fit the backshells of many of these plugs.  
Mike Hanz had kindly put me on to using braid-armored 
plumbing hose to simulate 1930s Army Air Corps 
installations, so the idea of haunting the plumbing isle 
wasn't original with me, but getting vinyl to adhere 
to the connectors was a challenge.
I used the vinyl tubing for the 287 display cables 
at HamCom, but the attempt then ("Shoe Goo" and 
metal inserts into the vinyl to provide a grip for it)
was unsuccessful.  The tubing is just "friction fit;" 
adequate for display if you don't move the set around.  
Since that time I've come up with something 
that works much better.

Here's a photo:
http://home.netcom.com/~arc5/DU1Conn/IMG_0902.JPG

I first clean and roughen the inside of the connector backshell
barrel and the end of the vinyl pipe with some sandpaper.
Next, I coat both surfaces with some black "GC Liquid Tape"
http://www.hmcelectronics.com/product/GC-Electronics/10-1762
and fit the two parts together, rotate them to assure a good coat
and wipe away the excess.  I pulled them apart and allowed
the Liquid Tape to dry for several hours.  I then gave the tubing 
end another coat of Liquid Tape, inserted it into the connector
and wiped away the excess (don't forget the excess on the inside).
Allowed to dry over night.

The result was a fairly good bond, easily adequate for our 
purposes.  I wouldn't try to tow a car with it; I'm sure I could
pull it apart with some effort, but it holds together just fine
for what we're doing.  Now to re-do all my 287 cables :-P

GL OM ES 73 DE Dave AB5S



From ddillman at igc.org  Thu Oct  6 12:24:43 2011
From: ddillman at igc.org (Richard Dillman)
Date: Thu, 6 Oct 2011 09:24:43 -0700 (GMT-07:00)
Subject: [BoatAnchors] KSM/K6KPH Schedule 8 October
Message-ID: <5944814.1317918283205.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>


This Saturday, 8 October, the KSM 1700gmt Morse and 1800gmt RTTY broadcasts will be unavailable.

KSM will begin ship to shore service as usual by 1900gmt.

K6KPH will begin service as usual by 1900gmt.

VY 73,

RD 

=================================
Richard Dillman, WPE2VT
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From gumbear at pacbell.net  Fri Oct  7 15:10:52 2011
From: gumbear at pacbell.net (Arden Allen)
Date: Fri, 7 Oct 2011 12:10:52 -0700
Subject: [BoatAnchors] Question for Tektronix wonks
Message-ID: <000901cc8524$d84c55e0$489e480c@KB6NAX>

I just acquired a Tektronix 516 and adjacent to the serial number label is a
label marked "MOD 101K."  I don't see anything different about this scope
and another one I restored so the question is, what is the MOD 101K and what
does it do?  Nothing in the manual I have.  I don't hold much hope for
getting answers about such obscurities but anything is worth a try on BA,
no?

Arden Allen
KB6NAX

The great pleasure of a dog is that you
may make a fool of yourself with him
and not only will he not scold you,
but he will make a fool of himself too.
-Samual Butler



From bill at iaxs.net  Fri Oct  7 15:26:57 2011
From: bill at iaxs.net (Bill Hawkins)
Date: Fri, 7 Oct 2011 14:26:57 -0500
Subject: [BoatAnchors] Question for Tektronix wonks
In-Reply-To: <000901cc8524$d84c55e0$489e480c@KB6NAX>
References: <000901cc8524$d84c55e0$489e480c@KB6NAX>
Message-ID: <09AA0E1C9DE84C6595E73564D0766B13@cyrus>

The scope belonged to Mercifully Obfuscated Demonstrations, Inc.

101K is a property code.

No need to thank me . . .

Bill Hawkins


-----Original Message-----
From: Arden Allen
Sent: Friday, October 07, 2011 2:11 PM

I just acquired a Tektronix 516 and adjacent to the serial number label is a
label marked "MOD 101K."  I don't see anything different about this scope
and another one I restored so the question is, what is the MOD 101K and what
does it do?  Nothing in the manual I have.  I don't hold much hope for
getting answers about such obscurities but anything is worth a try on BA,
no?

Arden Allen
KB6NAX



From shriver1 at comcast.net  Fri Oct  7 21:02:50 2011
From: shriver1 at comcast.net (Shriver)
Date: Fri, 07 Oct 2011 21:02:50 -0400
Subject: [BoatAnchors] Question for Tektronix wonks
In-Reply-To: <000901cc8524$d84c55e0$489e480c@KB6NAX>
References: <000901cc8524$d84c55e0$489e480c@KB6NAX>
Message-ID: <4E8FA13A.8050404@comcast.net>

It means it was a special order with some sort of modification for some 
customer.  Stan Griffiths told me that Tektronix threw out all records 
of MODs years ago, so there's really no hope of knowing what the change 
is unless you encounter vintage paperwork.

However, my vintage Tek catalogs show a MOD101 on a 516 as being 50-400 
cycle AC operation.  Not sure why the K suffix on that.  Check the power 
input plate, see what frequency range it lists.  Probably wouldn't look 
much different, other than a slightly larger power transformer.  Maybe 
101K went all the way down to 25 cycle, for the Niagra Falls region.  
(Don't know when that part of the country switched to 60 cycles.)

On 10/7/2011 3:10 PM, Arden Allen wrote:
> I just acquired a Tektronix 516 and adjacent to the serial number label is a
> label marked "MOD 101K."  I don't see anything different about this scope
> and another one I restored so the question is, what is the MOD 101K and what
> does it do?  Nothing in the manual I have.  I don't hold much hope for
> getting answers about such obscurities but anything is worth a try on BA,
> no?
>
> Arden Allen
> KB6NAX
>
> The great pleasure of a dog is that you
> may make a fool of yourself with him
> and not only will he not scold you,
> but he will make a fool of himself too.
> -Samual Butler
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From ebjr37 at charter.net  Fri Oct  7 21:39:42 2011
From: ebjr37 at charter.net (Sandy)
Date: Fri, 7 Oct 2011 20:39:42 -0500
Subject: [BoatAnchors] Sensitive field strebgth meters?
Message-ID: <3A7A276840E34EC097633C836E181CA4@SandysLaptop>

Anyone have any good links to construct a sensitive field strength meter that will work on HF and UHF ranges?  Possibly the 2.4 Ghz. range as well to detect WiFi digital and analog signals?  Just a stab in the dark here.  Figured someone must be playing around with something worth building up for this purpose.

73,

Sandy W5TVW


From dxguy at earthlink.net  Fri Oct  7 23:49:28 2011
From: dxguy at earthlink.net (Don Davis)
Date: Fri, 7 Oct 2011 20:49:28 -0700
Subject: [BoatAnchors] Sensitive field strebgth meters?
References: <3A7A276840E34EC097633C836E181CA4@SandysLaptop>
Message-ID: <89922E399ABA4660A3B7DDBC27F0D5F7@hppav>

Thought I saw something like that in QEX a while back.  Any modern 
circuit will usually be some tye of direct conversion, and fairly simple 
to build.  I'll try to find it in my mess...

73 de don ad6pb

 Original Message ----- 
From: "Sandy" <ebjr37 at charter.net>
To: "TETRODE List" <tetrode at googlegroups.com>; "Old Tube Radios" 
<boatanchors at theporch.com>
Sent: Friday, October 07, 2011 6:39 PM
Subject: [BoatAnchors] Sensitive field strebgth meters?


> Anyone have any good links to construct a sensitive field strength 
> meter that will work on HF and UHF ranges?  Possibly the 2.4 Ghz. 
> range as well to detect WiFi digital and analog signals?  Just a stab 
> in the dark here.  Figured someone must be playing around with 
> something worth building up for this purpose.
>
> 73,
>
> Sandy W5TVW



From spr at earthlink.net  Fri Oct  7 23:54:26 2011
From: spr at earthlink.net (Scott Robinson)
Date: Fri, 07 Oct 2011 20:54:26 -0700
Subject: [BoatAnchors] Sensitive field strebgth meters?
In-Reply-To: <3A7A276840E34EC097633C836E181CA4@SandysLaptop>
References: <3A7A276840E34EC097633C836E181CA4@SandysLaptop>
Message-ID: <4E8FC972.4040302@earthlink.net>

Hi Sandy,

You can get Wi-Fi antenna/preamps for use in a USB port and very fancy 
spectrum and signal analyzers to go with them. They're used for wireless 
network diagnosis, security work, and testing. Covers 2.4 G and, in some 
cases, the 5 G band that WI-Fi is expanding into. I think the total cost 
would be under $300, hardware and software.

Regards,

Scott

On 10/7/11 6:39 PM, Sandy wrote:
> Anyone have any good links to construct a sensitive field strength meter that will work on HF and UHF ranges?  Possibly the 2.4 Ghz. range as well to detect WiFi digital and analog signals?  Just a stab in the dark here.  Figured someone must be playing around with something worth building up for this purpose.
>
> 73,
>
> Sandy W5TVW
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From gumbear at pacbell.net  Sat Oct  8 02:03:45 2011
From: gumbear at pacbell.net (Arden Allen)
Date: Fri, 7 Oct 2011 23:03:45 -0700
Subject: [BoatAnchors] Question for Tektronix wonks
References: <000901cc8524$d84c55e0$489e480c@KB6NAX>
	<4E8FA13A.8050404@comcast.net>
Message-ID: <002b01cc8580$8408f770$b09d480c@KB6NAX>

> ......However, my vintage Tek catalogs show a MOD101 on a 516 as being
50-400
cycle AC operation. ......

BINGO!  You win the BA Rubber Screwdriver trophy, Shriver.

You are correct.  The power input plate says, "50-60 cps or 400 cps."  The
power transformer would actually need less iron and therefore be smaller for
400 Hz alone but most any 60 Hz power transformer will make it to 400 Hz
without too much additional loss.  The power transformer may have lower loss
laminations to maintain efficiency at 400 Hz.  The silicon rectifiers may
also be faster recovery types for the same reason.  I'll compare power
supplies to see if there are any discernable differences.  I actually have a
400 Hz power supply that I've never powered up.  Hmmmmm...

Thanks.

Arden



From hankvc at lostwells.net  Sat Oct  8 10:01:12 2011
From: hankvc at lostwells.net (HankVC)
Date: Sat, 8 Oct 2011 08:01:12 -0600 (MDT)
Subject: [BoatAnchors] Question for Tektronix wonks
In-Reply-To: <000901cc8524$d84c55e0$489e480c@KB6NAX>
Message-ID: <201110081401.p98E1C5k018273@joanne.lostwells.net>

The esteemed Arden Allen has said:
> 
> I just acquired a Tektronix 516 and adjacent to the serial number label is a
> label marked "MOD 101K."  I don't see anything different about this scope
> and another one I restored so the question is, what is the MOD 101K and what
> does it do?  Nothing in the manual I have.  I don't hold much hope for
> getting answers about such obscurities but anything is worth a try on BA,
> no?
> 
That's a valid Tek MOD format, but I have no idea what it is with
regard to a 516.  Those scopes were so decidedly plain vanilla that
about the only thing that makes sense to me would be a special power
transformer---either for 25 or 400 cycle operation, or 100 volt
(Japanese) power---or something of that nature.

Hank


From charlesmorris800 at centurytel.net  Sat Oct  8 21:14:29 2011
From: charlesmorris800 at centurytel.net (Charles Morris)
Date: Sat, 08 Oct 2011 21:14:29 -0400
Subject: [BoatAnchors] Waterproof connector?
Message-ID: <3ss197h9ma6lfv52sn6khdqicd328sqole@4ax.com>

I have repaired my AN/PSM-37 multimeter (acquired from the "dollar a
pound" guy at Dayton) which had battery leak damage and a broken
solder joint on the ammeter shunt resistor, and partly because the
spring clips for the original AA cells were completely destroyed,
changed to a small rechargeable battery pack, soldered to the
terminals.

Since the PSM-37 case is waterproof, I'd like to be able to recharge
them without removing a number of screws from the battery compartment
sealed lid and connecting jumpers. Does anyone know of a small two-pin
connector (only needs to pass 100 ma or so) that can be easily made
watertight?

thanks
Charles


From n1vqw at arrl.net  Sun Oct  9 10:06:10 2011
From: n1vqw at arrl.net (Mark Pilant)
Date: Sun, 09 Oct 2011 10:06:10 -0400
Subject: [BoatAnchors] Waterproof connector?
In-Reply-To: <3ss197h9ma6lfv52sn6khdqicd328sqole@4ax.com>
References: <3ss197h9ma6lfv52sn6khdqicd328sqole@4ax.com>
Message-ID: <4E91AA52.4000308@arrl.net>

I don't know if they would work in your situation, but the Weather Pack
automotive connectors might work.  Here is their web site:

     http://www.weatherpack.com/

- Mark


From gumbear at pacbell.net  Sun Oct  9 10:53:51 2011
From: gumbear at pacbell.net (Arden Allen)
Date: Sun, 9 Oct 2011 07:53:51 -0700
Subject: [BoatAnchors] Waterproof connector?
References: <3ss197h9ma6lfv52sn6khdqicd328sqole@4ax.com>
Message-ID: <000b01cc8693$45e8a210$389e480c@KB6NAX>

> .....Does anyone know of a small two-pin connector (only needs to pass 100
ma or so) that can be easily made watertight?

You might try a 1/8 inch dia. miniature phone jack.  It won't take up much
room and you can devise a rubber plug to keep out water.

Arden Allen
KB6NAX

The average dog is a nicer person than
the average person.  -Andy Rooney



From ddillman at igc.org  Sun Oct  9 13:19:31 2011
From: ddillman at igc.org (Richard Dillman)
Date: Sun, 9 Oct 2011 10:19:31 -0700 (GMT-07:00)
Subject: [BoatAnchors] KSM/K6KPH QRT 8 October
Message-ID: <16444020.1318180771923.JavaMail.root@mswamui-billy.atl.sa.earthlink.net>


Last week we announced that KSM and K6KPH would be available on a limited basis Saturday 8 October.  But fate took a hand and both stations were off the air.

Fate came in the form of a RV that was exiting the national seashore on the main road at about 0900 Pacific time when the driver noticed that the rig was on fire.  Exercising quick judgement he pulled over and bailed out.  Sadly for us he pulled over directly under the main telephone cable feeding the Point Reyes peninsula including the receive site.  The RV was a total loss as was the phone cable.  Thus we had no means to control the transmitters in Bolinas.  There was mumbling to the effect that if the original RCA owned cable was still in place this wouldn't have happened.  But it isn't so the members of the Transmitter Department were able to dedicate themselves to a quiet day of maintenance at Bolinas while the Operations staff reviewed procedures for station operations.

REMINDER: The MRHS will be at Pacificon next weekend with a slide show and lecture, and a display with remote operations of KSM and K6KPH using vintage receive gear.  Details?  Please see our Web site at:

http://www.radiomarine.org/gallery/show?keyword=PACIFICON&panel=pab1_5#pab1_5

VY 73 

RD

=================================
Richard Dillman, WPE2VT
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From jerry7proc at yahoo.com  Sun Oct  9 13:50:43 2011
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Sun, 9 Oct 2011 10:50:43 -0700 (PDT)
Subject: [BoatAnchors] USS Pampanito
Message-ID: <1318182643.14556.YahooMailNeo@web112310.mail.gq1.yahoo.com>

?
Amateur radio and Boatanchors aboard the USS Pampanito. 
http://www.fyddeye.com/video-news-travel/warships/792-ham-radio-uss-pampanito


--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com

From jerry7proc at yahoo.com  Mon Oct 10 21:59:46 2011
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Mon, 10 Oct 2011 18:59:46 -0700 (PDT)
Subject: [BoatAnchors] HMCS HAIDA - Electrical Systems
Message-ID: <1318298386.7931.YahooMailNeo@web112305.mail.gq1.yahoo.com>

Hello Everyone,
?
I have added a new stop to the virtual tour of HMCS HAIDA.
Featured, is the ship?s Electrical System. ?This will likely be of interest to this group.
It also?gives the reader a "feel" for the different types of power and capacity ?required to run a?destroyer of the 1960s era. For safety reasons, most of the system is off limits to HAIDA?s visitors but now it can be seen in a series photos.? http://hmcshaida.ca/electrical.html
?
For anyone wishing to review the entire virtual tour (which is updated periodically) , it starts at: http://hmcshaida.ca/4inchgun.html . 
Click on the Continue Tour link to visit all the stops.
?
?
Regards,
Jerry Proc VE3FAB
E-mail: jerry.proc at sympatico.ca
Web: http://jproc.ca
?


--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com

From wb3fau at att.net  Tue Oct 11 20:04:40 2011
From: wb3fau at att.net (wb3fau at att.net)
Date: Tue, 11 Oct 2011 17:04:40 -0700 (PDT)
Subject: [BoatAnchors] 10 meter AM activity
Message-ID: <1318377880.81485.YahooMailClassic@web180207.mail.gq1.yahoo.com>

the band  has  been open  to Erie  at  3:00pm to 6PM.  for a few days now.
 Having worked  Austin,TX.  Calgry Alberta.  Seattle WA.  Utah.   Calif.
Oregon, Arizona,  Colorado.  Rig- Heath Apache  65w out  trap vert.  getting  s7 reports.  see you on 10!  Russ.


From jerry7proc at yahoo.com  Tue Oct 11 22:53:11 2011
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Tue, 11 Oct 2011 19:53:11 -0700 (PDT)
Subject: [BoatAnchors] HRO Receiver ID?
Message-ID: <1318387991.77658.YahooMailNeo@web112302.mail.gq1.yahoo.com>

Can anyone identify the National?(HRO) receiver variant at the right side of the photo???

?http://jproc.ca/temp/skeenas_radio_office.jpg
?
At the left side is the Admiralty Pattern 4TA transmitter and its plug-in?coil sets. 
This is one portion of the radio office aboard HMCS Skeena, an RCN WWII era destroyer. 
?
--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com

From ddillman at igc.org  Tue Oct 11 23:11:56 2011
From: ddillman at igc.org (Richard Dillman)
Date: Tue, 11 Oct 2011 20:11:56 -0700 (GMT-07:00)
Subject: [BoatAnchors] MRHS QSLs
Message-ID: <25917757.1318389116925.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>


Most readers of these pages know that Denice "DA" Stoops has been the MRHS QSL Mistress, handling reports for KSM and K6KPH as well as KPH and KFS for Night of Nights.  And most will also know that DA has recently embarked on a new career at sea.  As a result we have been way behind in answering reception reports for the coast stations and providing QSLs for contacts with K6KPH.  For this we apologize.

But now Mr. Paul Shinn of the crack MRHS Transmitter Department has stepped up and volunteered to take over the task of "QSL Master".  All reports and QSLs have been transferred to him for action.

Not only has Paul volunteered for this duty, he has designed and had printed new QSLs for K6KPH and new verifications for KSM, KPH and KFS.  I've seen them and I think they're great.  We hope you will too.  Paul has begun his job, so many of you should start receiving your QSLs and verifications soon.

As of now the new address for QSLs and reception reports is:

Maritime Radio Historical Society
c/o Richard Dillman
PO Box 392
Point Reyes Station, CA 94956

As a final note, we wish to thank those who have included a donation with their QSLs and reports.  As always, we pay for postage and the production of the cards out of our own pockets so every donation counts.

VY 73,

RD

=================================
Richard Dillman, WPE2VT
Chief Operator, Coast Station KSM
Maritime Radio Historical Society
http://www.radiomarine.org
=================================


From wwatson5 at sbcglobal.net  Wed Oct 12 02:35:28 2011
From: wwatson5 at sbcglobal.net (William Watson)
Date: Tue, 11 Oct 2011 23:35:28 -0700 (PDT)
Subject: [BoatAnchors] Tube puller
Message-ID: <1318401328.23787.YahooMailRC@web81404.mail.mud.yahoo.com>

I would like to find one of the old tong-type tube pullers for reaching down 
into the narrow spaces in my Racal RA-17 for pulling tubes.? I have not seen one 
in years.? I used to have one, but it has disappeared.? I may have to make one.? 
It had a handle a little like a pair of scissors and soft rubber covered curved 
grippers with which one could grab a tube and extract it.

Anybody know where I could find one?

Joe

From spr at earthlink.net  Wed Oct 12 02:58:21 2011
From: spr at earthlink.net (Scott Robinson)
Date: Tue, 11 Oct 2011 23:58:21 -0700
Subject: [BoatAnchors] Tube puller
In-Reply-To: <1318401328.23787.YahooMailRC@web81404.mail.mud.yahoo.com>
References: <1318401328.23787.YahooMailRC@web81404.mail.mud.yahoo.com>
Message-ID: <4E953A8D.6010301@earthlink.net>

Hi,

What about the woven wire frame type that tightens on the tube as you pull?

/scott

On 10/11/11 11:35 PM, William Watson wrote:
> I would like to find one of the old tong-type tube pullers for reaching down
> into the narrow spaces in my Racal RA-17 for pulling tubes.  I have not seen one
> in years.  I used to have one, but it has disappeared.  I may have to make one.
> It had a handle a little like a pair of scissors and soft rubber covered curved
> grippers with which one could grab a tube and extract it.
>
> Anybody know where I could find one?
>
> Joe
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>


From laffitte at prtc.net  Wed Oct 12 09:14:10 2011
From: laffitte at prtc.net (Guido)
Date: Wed, 12 Oct 2011 09:14:10 -0400
Subject: [BoatAnchors] HRO Receiver ID?
In-Reply-To: <1318387991.77658.YahooMailNeo@web112302.mail.gq1.yahoo.com>
References: <1318387991.77658.YahooMailNeo@web112302.mail.gq1.yahoo.com>
Message-ID: <BF04F6DFBBF6488F812376DF7D3AF25D@GuidoPC>

Looking at the set up if it were not for the meter it would be a RAS 5 but 
it seems like a 5T1 variant.

73s
Guido KP4FAR

-----Original Message----- 
From: Jerry Proc
Sent: Tuesday, October 11, 2011 10:53 PM
To: boatanchors at theporch.com
Subject: [BoatAnchors] HRO Receiver ID?

Can anyone identify the National (HRO) receiver variant at the right side of 
the photo?

http://jproc.ca/temp/skeenas_radio_office.jpg

At the left side is the Admiralty Pattern 4TA transmitter and its plug-in 
coil sets.
This is one portion of the radio office aboard HMCS Skeena, an RCN WWII era 
destroyer.

--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors


-----
No virus found in this message.
Checked by AVG - www.avg.com
Version: 10.0.1410 / Virus Database: 1522/3948 - Release Date: 10/12/11



From nielwiegand at aggienetwork.com  Wed Oct 12 09:55:47 2011
From: nielwiegand at aggienetwork.com (Niel Wiegand)
Date: Wed, 12 Oct 2011 08:55:47 -0500
Subject: [BoatAnchors] Society of Wireless Pioneers Pubs Available
In-Reply-To: <25917757.1318389116925.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>
References: <25917757.1318389116925.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>
Message-ID: <4E959C63.5030600@aggienetwork.com>

I've a bunch of Society of Wireless Pioneers / SOWP pubs available. 
There is a lot of great first hand information here about wireless 
operating, mostly on board ship, in the early 1900s. This includes eight 
copies of the "Sparks Journal", 1984-86, five copies of the SOWP 
Newsletter, 1987-88 and eight copies of the "World Wireless Beacon", 
1989-91. In all this makes a stack of newsprint 8.5"x11"x2". These are 
in good readable condition but smelling a little musty.

Any interest? I need postage and a story why you would like them, the 
best story "wins".

73,
Niel - W0VLZ
http://www.prismnet.com/~nielw/wa5vlz.htm


From sparks at codepoets.com  Wed Oct 12 20:24:16 2011
From: sparks at codepoets.com (sparks at codepoets.com)
Date: Wed, 12 Oct 2011 20:24:16 -0400 (EDT)
Subject: [BoatAnchors] Tube puller
In-Reply-To: <4E953A8D.6010301@earthlink.net>
References: <1318401328.23787.YahooMailRC@web81404.mail.mud.yahoo.com>
	<4E953A8D.6010301@earthlink.net>
Message-ID: <1328518099.529221.1318465456377.JavaMail.open-xchange@oxusltgw07.schlund.de>

Good luck in finding one Joe, I have the exact one you talk about plus the two
sized woven wire ones on opposite ends of a 6 inch aluminum rod, and the ones
Scott mentions which were common on the rear of the old Collins R-390, inside
the?392's etc. I don't know of anyone making them anymore.
73
Tom K4NCG



On October 12, 2011 at 2:58 AM Scott Robinson <spr at earthlink.net> wrote:

> Hi,
>
> What about the woven wire frame type that tightens on the tube as you pull?
>
> /scott
>
> On 10/11/11 11:35 PM, William Watson wrote:
> > I would like to find one of the old tong-type tube pullers for reaching down
> > into the narrow spaces in my Racal RA-17 for pulling tubes.? I have not seen
> > one
> > in years.? I used to have one, but it has disappeared.? I may have to make
> > one.
> > It had a handle a little like a pair of scissors and soft rubber covered
> > curved
> > grippers with which one could grab a tube and extract it.
> >
> > Anybody know where I could find one?
> >
> > Joe
> > _______________________________________________
> > BoatAnchors mailing list
> > BoatAnchors at theporch.com
> > https://minime.theporch.com/mailman/listinfo/boatanchors
> >
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors

From ACOMAROW at usnews.com  Wed Oct 12 20:55:10 2011
From: ACOMAROW at usnews.com (Comarow, Avery)
Date: Wed, 12 Oct 2011 20:55:10 -0400
Subject: [BoatAnchors] Tube puller
In-Reply-To: <1328518099.529221.1318465456377.JavaMail.open-xchange@oxusltgw07.schlund.de>
References: <1318401328.23787.YahooMailRC@web81404.mail.mud.yahoo.com>
	<4E953A8D.6010301@earthlink.net>,
	<1328518099.529221.1318465456377.JavaMail.open-xchange@oxusltgw07.schlund.de>
Message-ID: <C16680FF35D3A24DB37E4B313ADC41F406753B657A@USNEX2007.usn.root.ent>

Joe, 

Antique Electronic Supply (http://www.tubesandmore.com/) sells the one you want for $12. Go to the tube section and select Tools.

73,
Avery W3AVE

________________________________________
From: boatanchors-bounces at theporch.com [boatanchors-bounces at theporch.com] On Behalf Of sparks at codepoets.com [sparks at codepoets.com]
Sent: Wednesday, October 12, 2011 8:24 PM
To: boatanchors at theporch.com; Scott Robinson
Subject: Re: [BoatAnchors] Tube puller

Good luck in finding one Joe, I have the exact one you talk about plus the two
sized woven wire ones on opposite ends of a 6 inch aluminum rod, and the ones
Scott mentions which were common on the rear of the old Collins R-390, inside
the 392's etc. I don't know of anyone making them anymore.
73
Tom K4NCG



On October 12, 2011 at 2:58 AM Scott Robinson <spr at earthlink.net> wrote:

> Hi,
>
> What about the woven wire frame type that tightens on the tube as you pull?
>
> /scott
>
> On 10/11/11 11:35 PM, William Watson wrote:
> > I would like to find one of the old tong-type tube pullers for reaching down
> > into the narrow spaces in my Racal RA-17 for pulling tubes.  I have not seen
> > one
> > in years.  I used to have one, but it has disappeared.  I may have to make
> > one.
> > It had a handle a little like a pair of scissors and soft rubber covered
> > curved
> > grippers with which one could grab a tube and extract it.
> >
> > Anybody know where I could find one?
> >
> > Joe
> > _______________________________________________
> > BoatAnchors mailing list
> > BoatAnchors at theporch.com
> > https://minime.theporch.com/mailman/listinfo/boatanchors
> >
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors

From jerry7proc at yahoo.com  Thu Oct 13 20:53:02 2011
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Thu, 13 Oct 2011 17:53:02 -0700 (PDT)
Subject: [BoatAnchors] BBC Radio 4 - Long Wave Goodbye
Message-ID: <1318553582.19940.YahooMailNeo@web112315.mail.gq1.yahoo.com>

Last pair of tube?transmitters signal end of 198kHz, home of BBC's Test Match Special and Today in Parliament
http://www.guardian.co.uk/media/2011/oct/09/bbc-radio4-long-wave-goodbye?CMP=twt_fd


--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com

From jerry7proc at yahoo.com  Sat Oct 15 11:36:45 2011
From: jerry7proc at yahoo.com (Jerry Proc)
Date: Sat, 15 Oct 2011 08:36:45 -0700 (PDT)
Subject: [BoatAnchors] HRO Receiver ID?
In-Reply-To: <BF04F6DFBBF6488F812376DF7D3AF25D@GuidoPC>
References: <1318387991.77658.YahooMailNeo@web112302.mail.gq1.yahoo.com>
	<BF04F6DFBBF6488F812376DF7D3AF25D@GuidoPC>
Message-ID: <1318693005.14948.YahooMailNeo@web112315.mail.gq1.yahoo.com>

Thanks to everyone who responded to the HRO query.?
?
--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com


________________________________
From: Guido <laffitte at prtc.net>
To: boatanchors at theporch.com
Sent: Wednesday, October 12, 2011 9:14:10 AM
Subject: Re: [BoatAnchors] HRO Receiver ID?

Looking at the set up if it were not for the meter it would be a RAS 5 but it seems like a 5T1 variant.

73s
Guido KP4FAR

-----Original Message----- From: Jerry Proc
Sent: Tuesday, October 11, 2011 10:53 PM
To: boatanchors at theporch.com
Subject: [BoatAnchors] HRO Receiver ID?

Can anyone identify the National (HRO) receiver variant at the right side of the photo?

http://jproc.ca/temp/skeenas_radio_office.jpg

At the left side is the Admiralty Pattern 4TA transmitter and its plug-in coil sets.
This is one portion of the radio office aboard HMCS Skeena, an RCN WWII era destroyer.

--
Regards,
Jerry Proc
E-mail: jerry7proc at yahoo.com
_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors


-----
No virus found in this message.
Checked by AVG - www.avg.com
Version: 10.0.1410 / Virus Database: 1522/3948 - Release Date: 10/12/11

_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors

From thompson at mindspring.com  Sun Oct 16 20:24:49 2011
From: thompson at mindspring.com (David  Thompson)
Date: Sun, 16 Oct 2011 20:24:49 -0400
Subject: [BoatAnchors] WB6SZS
Message-ID: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>

I just saw a notice in the new Nov QST that Gene Rippen, WB6SZS was a silent 
key.  I know his baswap reflector is still up.  Gene was revising his
transmitter book a couple of years ago and I had asked for the revised copy.

Is this true??

Dave K4JRB 




From johnmb at nc.rr.com  Sun Oct 16 20:27:42 2011
From: johnmb at nc.rr.com (john)
Date: Sun, 16 Oct 2011 20:27:42 -0400
Subject: [BoatAnchors] WB6SZS
In-Reply-To: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>
References: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>
Message-ID: <6.2.1.2.2.20111016202717.03797be0@pop-server.nc.rr.com>

RIP Gene...

John K5MO



At 08:24 PM 10/16/2011, David  Thompson wrote:
>I just saw a notice in the new Nov QST that Gene Rippen, WB6SZS was a 
>silent key.  I know his baswap reflector is still up.  Gene was revising his
>transmitter book a couple of years ago and I had asked for the revised copy.
>
>Is this true??
>
>Dave K4JRB
>
>_______________________________________________
>BoatAnchors mailing list
>BoatAnchors at theporch.com
>https://minime.theporch.com/mailman/listinfo/boatanchors



From anchor at ec.rr.com  Sun Oct 16 20:36:26 2011
From: anchor at ec.rr.com (Al Parker)
Date: Sun, 16 Oct 2011 20:36:26 -0400
Subject: [BoatAnchors] WB6SZS
In-Reply-To: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>
References: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>
Message-ID: <4E9B788A.8080106@ec.rr.com>

Dave,
	Thanks for that info, I hadn't seen or heard it.
	I knew Gene, not well, but had met him many times at the Livermore Swap 
when I lived there for abt 4 yrs, 13+ yrs ago now.  He was at or above 
normal retirement age then.  He was a unique character, and will be 
missed.
73,

Al, W8UT
www.boatanchors.org
www.hammarlund.info

"There is nothing -- absolutely nothing -- half so much
worth doing as simply messing about in boats"
Ratty, to Mole

On 10/16/2011 8:24 PM, David Thompson wrote:
> I just saw a notice in the new Nov QST that Gene Rippen, WB6SZS was a
> silent key. I know his baswap reflector is still up. Gene was revising his
> transmitter book a couple of years ago and I had asked for the revised
> copy.
>
> Is this true??
>
> Dave K4JRB
>


From hbreuer at debitel.net  Sun Oct 16 23:07:17 2011
From: hbreuer at debitel.net (Heinz Breuer)
Date: Mon, 17 Oct 2011 05:07:17 +0200
Subject: [BoatAnchors] WB6SZS
In-Reply-To: <4E9B788A.8080106@ec.rr.com>
References: <01ef01cc8c63$2f3316b0$aa589a04@yourxb2x7j77gn>
	<4E9B788A.8080106@ec.rr.com>
Message-ID: <4E9B9BE5.2080709@debitel.net>

Sorry to hear about Gene's passing. I've met Gene a couple times at the 
Livermore swapmeet and around 2000 visited him in Auburn, CA to pick up 
my GlobeKing 400 from him. Gene told me then that he was 73 and I 
couldn't believe it. He looked and acted at least 10 years younger.

RIP old friend.

vy 73 Heinz DH2FA, KM5VT


> On 10/16/2011 8:24 PM, David Thompson wrote:
> I just saw a notice in the new Nov QST that Gene Rippen, WB6SZS was a
> silent key. I know his baswap reflector is still up. Gene was revising
> his
> transmitter book a couple of years ago and I had asked for the revised
> copy.
>
> Is this true??
>
> Dave K4JRB
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors
>
>


From spr at earthlink.net  Tue Oct 18 20:37:02 2011
From: spr at earthlink.net (spr at earthlink.net)
Date: Tue, 18 Oct 2011 20:37:02 -0400 (EDT)
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
Message-ID: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>

Folks,

I have a nice BC-348,and though it might be amusing to add the classic ARC-5 receiver as second IF. The question is: which range is generally used?  The LW version has the lowest IF frequency and probably the best selectivity, but requires an extra conversion to get from the '348's IF of 915 KHz to some value below 500 K for the ARC-5.

I could also use the .5-1.5 MHz version, which could directly tune the 915 KHz. Which was usually done?  I do have the surplus conversion manuals, but not here at work, and in any case am not sure if I have the right one for this.


All help gratefully received!

Filamentarily yours,

Scott



From w7qho at aol.com  Tue Oct 18 20:58:35 2011
From: w7qho at aol.com (mac)
Date: Tue, 18 Oct 2011 17:58:35 -0700
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
In-Reply-To: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>
References: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>
Message-ID: <139E2786-235A-49A5-B396-1C0B23F5C140@aol.com>

Scott,

The broadcast band ARC-5 and SCR-274N receivers (R-24, BC-946) work  
just fine as "Q-5ers" for the BC-348.  Not that easy to find, though.   
The classic Q-5ers" the 190- 550 KHz receivers (R-23, BC-453) are much  
more plentiful but require modification or some kind of converter to  
be paired with the BC-348. Hardly worth the trouble merely for  
amusement, though.
Also, be careful who you talk to about modifying these radios,  Sore  
subject in some circles.


Dennis D. w7qho
Glendale, CA

Human beings are passionately attached to their beliefs by interests  
that have nothing to do with the truth.


***********************


On Oct 18, 2011, at 5:37 PM, spr at earthlink.net wrote:

> Folks,
>
> I have a nice BC-348,and though it might be amusing to add the  
> classic ARC-5 receiver as second IF. The question is: which range is  
> generally used?  The LW version has the lowest IF frequency and  
> probably the best selectivity, but requires an extra conversion to  
> get from the '348's IF of 915 KHz to some value below 500 K for the  
> ARC-5.
>
> I could also use the .5-1.5 MHz version, which could directly tune  
> the 915 KHz. Which was usually done?  I do have the surplus  
> conversion manuals, but not here at work, and in any case am not  
> sure if I have the right one for this.
>
>
> All help gratefully received!
>
> Filamentarily yours,
>
> Scott
>
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors



From jmac6235 at yahoo.com  Tue Oct 18 21:49:12 2011
From: jmac6235 at yahoo.com (J.D. MacAulay, WQ8U)
Date: Tue, 18 Oct 2011 18:49:12 -0700 (PDT)
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
In-Reply-To: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>
Message-ID: <1318988952.97344.YahooMailClassic@web112618.mail.gq1.yahoo.com>

Jim Hanlon, W8KGI, published an article in the June 1995 issue of Electric Radio Magazine in which he shows how to bring the IF output of the BC-454 and BC-455 down to the range of the BC-453. ?You might find this useful in considering how to interface your BC-348.
73
Mac

WQ8U

Hillsborough, NC

--- On Tue, 10/18/11, spr at earthlink.net <spr at earthlink.net> wrote:

From: spr at earthlink.net <spr at earthlink.net>
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
To: boatanchors at theporch.com
Date: Tuesday, October 18, 2011, 8:37 PM

Folks,

I have a nice BC-348,and though it might be amusing to add the classic ARC-5 receiver as second IF. The question is: which range is generally used?? The LW version has the lowest IF frequency and probably the best selectivity, but requires an extra conversion to get from the '348's IF of 915 KHz to some value below 500 K for the ARC-5.

I could also use the .5-1.5 MHz version, which could directly tune the 915 KHz. Which was usually done?? I do have the surplus conversion manuals, but not here at work, and in any case am not sure if I have the right one for this.


All help gratefully received!

Filamentarily yours,

Scott

_______________________________________________
BoatAnchors mailing list
BoatAnchors at theporch.com
https://minime.theporch.com/mailman/listinfo/boatanchors


From arc5 at ix.netcom.com  Tue Oct 18 22:18:45 2011
From: arc5 at ix.netcom.com (David Stinson)
Date: Tue, 18 Oct 2011 21:18:45 -0500
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
In-Reply-To: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>
References: <2788950.1318984622971.JavaMail.root@elwamui-polski.atl.sa.earthlink.net>
Message-ID: <B32165C7795442EA92B8D6E16F9DC9DB@DaddyPC>


----- Original Message ----- 
From: <spr at earthlink.net>
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question


> Folks,
>
> I have a nice BC-348,and though it might be amusing
>to add the classic ARC-5 receiver as second IF. The question is:
>which range is generally used?  The LW version has the lowest IF
> frequency and probably the best selectivity,
>but requires an extra conversion to get from the '348's IF of 915 KHz
>to some value below 500 K for the ARC-5.....

One of the broadcast ARC-5 sets would be hard to find
and expensive.  Here's a real simple circuit that should
get you going using the LF ARC-5 and doesn't require
you to do any irreversable hacking to either radio:

http://home.netcom.com/~arc5/Converter/348toLFARC5.jpg

The crystal you find will determine the output freq
to the Q5er, of course.  Shouldn't need any tuned circuits
because the stages in each of the radios provide them.
You should be able to install this on a little board as
close as possible to the last 348 IF output.
This chip shouldn't draw enough current
to upset your fil string if you're using 28 volts DC.
 Keep the input wiring to the IC short and shielded.
Now, I haven't built this exact circuit, but it's based on one
very similar I've used to convert 75 meters directly to LF
and that one worked well for me.
Let us know if you try it.

73 DE






From spr at earthlink.net  Tue Oct 18 22:32:43 2011
From: spr at earthlink.net (spr at earthlink.net)
Date: Tue, 18 Oct 2011 19:32:43 -0700 (GMT-07:00)
Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
Message-ID: <32903612.1318991564157.JavaMail.root@elwamui-norfolk.atl.sa.earthlink.net>

To Dave and the others who very promptly answered my question:

Many thanks! I'll probably go the 200-500 kHz ARC-5 route, since they are readily available. Dave's little circtui looks good for a converter, too.


This list is great!

Regards,

Scott

-----Original Message-----
>From: David Stinson <arc5 at ix.netcom.com>
>Sent: Oct 18, 2011 7:18 PM
>To: boatanchors at theporch.com
>Subject: Re: [BoatAnchors] BC-348 and ARC-5 Q5'er question
>
>
>----- Original Message ----- 
>From: <spr at earthlink.net>
>Subject: [BoatAnchors] BC-348 and ARC-5 Q5'er question
>
>
>> Folks,
>>
>> I have a nice BC-348,and though it might be amusing
>>to add the classic ARC-5 receiver as second IF. The question is:
>>which range is generally used?  The LW version has the lowest IF
>> frequency and probably the best selectivity,
>>but requires an extra conversion to get from the '348's IF of 915 KHz
>>to some value below 500 K for the ARC-5.....
>
>One of the broadcast ARC-5 sets would be hard to find
>and expensive.  Here's a real simple circuit that should
>get you going using the LF ARC-5 and doesn't require
>you to do any irreversable hacking to either radio:
>
>http://home.netcom.com/~arc5/Converter/348toLFARC5.jpg
>
>The crystal you find will determine the output freq
>to the Q5er, of course.  Shouldn't need any tuned circuits
>because the stages in each of the radios provide them.
>You should be able to install this on a little board as
>close as possible to the last 348 IF output.
>This chip shouldn't draw enough current
>to upset your fil string if you're using 28 volts DC.
> Keep the input wiring to the IC short and shielded.
>Now, I haven't built this exact circuit, but it's based on one
>very similar I've used to convert 75 meters directly to LF
>and that one worked well for me.
>Let us know if you try it.
>
>73 DE
>
>
>
>
>_______________________________________________
>BoatAnchors mailing list
>BoatAnchors at theporch.com
>https://minime.theporch.com/mailman/listinfo/boatanchors



From 4cx250b at muohio.edu  Wed Oct 19 18:26:57 2011
From: 4cx250b at muohio.edu (Jim  Garland)
Date: Wed, 19 Oct 2011 16:26:57 -0600
Subject: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
Message-ID: <004201cc8eae$3b95d2b0$0701a8c0@Garland>

Hi everybody,

Received this note from F1BJD. From the photos, the radio and power supply
look very good. The radio has a problem which he didn?t describe, but most
likely it is a blown RF stage MOSFET ? nearly ubiqitous on the DR30. He also
has a replacement front panel and many if not all of the PCB modules. Nice
opportunity, if you?ve ever wanted a DR-30.

Jim W8ZR

  _____  

From: Jean-Luc DUGUE [mailto:jeanluc.dugue at neuf.fr] 
Sent: Tuesday, October 18, 2011 1:52 PM
To: w8zr at arrl.net
Subject: a DAVCO DR 30 FOR SALE !

 

Hello, Jim

I have a DAVCO DR 30, and PS DR30S ( 220 v with a new transfomer ) for sale
n? 577

 

and I  have also all the modules  and pieces from an another one n? 565

this unit has a problem but I don't know what !

 

if you want more information call me 

excuses me  for my bad english !!

all the best 73

Jean Luc  F1BJD

 


 


 

 


 


 

 



From k1lky at earthlink.net  Wed Oct 19 19:20:30 2011
From: k1lky at earthlink.net (Roy Morgan)
Date: Wed, 19 Oct 2011 19:20:30 -0400
Subject: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
In-Reply-To: <004201cc8eae$3b95d2b0$0701a8c0@Garland>
References: <004201cc8eae$3b95d2b0$0701a8c0@Garland>
Message-ID: <748C1F40-56B8-4315-83C9-E24A90903074@earthlink.net>


On Oct 19, 2011, at 6:26 PM, Jim Garland wrote:

> Hi everybody,
>
> Received this note from F1BJD. From the photos, the radio and power  
> supply
> look very good.

Never heard of them so I looked them up:  An odd little receiver, for  
sure.

I found info on it at Jim's web site:

http://www.w8zr.net/vintage/receivers/davco.htm

Roy

Roy Morgan
k1lky at earthlink.net
K1LKY Since 1958 - Keep 'em Glowing!





From arc5 at ix.netcom.com  Wed Oct 19 20:04:06 2011
From: arc5 at ix.netcom.com (David Stinson)
Date: Wed, 19 Oct 2011 19:04:06 -0500
Subject: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
In-Reply-To: <748C1F40-56B8-4315-83C9-E24A90903074@earthlink.net>
References: <004201cc8eae$3b95d2b0$0701a8c0@Garland>
	<748C1F40-56B8-4315-83C9-E24A90903074@earthlink.net>
Message-ID: <4C770BB1A34F4211B0D0970E70FE2B15@DaddyPC>

This is early solid state of course (no I don't have a problem 
with that.  I think the Drake 7-line should be an 
"honorary boatanchor" ;-).

I've looked at some early sand-state gear that used 
germanium and noticed that these early transistors seem
to have "aged" and begun leaking.  I bought a few NOS
from a local surplus house and some of them are leaky.
Someone once told me that the early transistor junctions 
were subject to the doping migration, 
similar to the silver cap migrations and
tin whiskering we see in some equipment.
Also, the doping wasn't as "pure" as it is now.
Anyone have any experiance or comments on this?



From scr287 at att.net  Wed Oct 19 20:39:46 2011
From: scr287 at att.net (Jack Antonio)
Date: Wed, 19 Oct 2011 20:39:46 -0400
Subject: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
In-Reply-To: <4C770BB1A34F4211B0D0970E70FE2B15@DaddyPC>
References: <004201cc8eae$3b95d2b0$0701a8c0@Garland>
	<748C1F40-56B8-4315-83C9-E24A90903074@earthlink.net>
	<4C770BB1A34F4211B0D0970E70FE2B15@DaddyPC>
Message-ID: <4E9F6DD2.2090509@att.net>

On 10/19/2011 8:04 PM, David Stinson wrote:

> Someone once told me that the early transistor junctions were subject to
> the doping migration, similar to the silver cap migrations and
> tin whiskering we see in some equipment.
> Also, the doping wasn't as "pure" as it is now.
> Anyone have any experiance or comments on this?


I read somewhere that early semiconductor devices had a limited
shelf life, that they would last longer in service.

Did anyone else read that?

Jack Antonio WA7DIA/4


From 4cx250b at muohio.edu  Wed Oct 19 20:48:06 2011
From: 4cx250b at muohio.edu (Jim  Garland)
Date: Wed, 19 Oct 2011 18:48:06 -0600
Subject: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
In-Reply-To: <4C770BB1A34F4211B0D0970E70FE2B15@DaddyPC>
References: <004201cc8eae$3b95d2b0$0701a8c0@Garland><748C1F40-56B8-4315-83C9-E24A90903074@earthlink.net>
	<4C770BB1A34F4211B0D0970E70FE2B15@DaddyPC>
Message-ID: <2F00403224F94B5DAEF2E207611A0602@JimsOffice>

I've never noticed a "leaking" effect with early transistors, Dave. I have a
bunch of old Ge (e.g., 2N404) transistors (e.g., 2N404) that test fine, and
on my early solid state receivers, e.g., HRO500 and a 1955 vintage Regency
TR1, I've not seen any problem. Most of the early transistors seemed to use
high quality glass-metal seals on the packaging, as opposed to the plastic
packaging of most modern devices, and that seems to have held up well.  That
said, I have noticed that the back resistance of old Ge diodes is often
rather low (e.g., 20K ohms or so), but I've always assumed that was just
they way they were when manufactured.  There's no question that
manufacturing tolerances for solid state devices, as well as their quality,
have improved over the years. Early FETs in particular always struck me a
very susceptible to burnout, especially by static electricity.
73
Jim W8ZR

> -----Original Message-----
> From: boatanchors-bounces at theporch.com
[mailto:boatanchors-bounces at theporch.com]
> On Behalf Of David Stinson
> Sent: Wednesday, October 19, 2011 6:04 PM
> To: Roy Morgan; Old Tube Radios
> Subject: Re: [BoatAnchors] FW: DAVCO DR 30 FOR SALE !
> 
> This is early solid state of course (no I don't have a problem
> with that.  I think the Drake 7-line should be an
> "honorary boatanchor" ;-).
> 
> I've looked at some early sand-state gear that used
> germanium and noticed that these early transistors seem
> to have "aged" and begun leaking.  I bought a few NOS
> from a local surplus house and some of them are leaky.
> Someone once told me that the early transistor junctions
> were subject to the doping migration,
> similar to the silver cap migrations and
> tin whiskering we see in some equipment.
> Also, the doping wasn't as "pure" as it is now.
> Anyone have any experiance or comments on this?
> 
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors



From wb0eq at yahoo.com  Wed Oct 19 21:13:35 2011
From: wb0eq at yahoo.com (John Sehring)
Date: Wed, 19 Oct 2011 18:13:35 -0700 (PDT)
Subject: [BoatAnchors] French ham radio handbook--free download
Message-ID: <1319073215.44248.YahooMailNeo@web45609.mail.sp1.yahoo.com>

Forwarded from another meeting:

========================================
good day to all

free download the radio amateur handbook by F6BCU 580 MO

2100 pages 225 articles sch?matic, QRP, antenna, color photo

10GHz to 160m

http://communaute. onlineradio. fr/files/ file/162- handbook- de-la-ligne- bleue/

73

F6BCU
==========================================

Yes, it's in French, large 1/2-Gig download.? But the concepts, schematics, pix & numbers are there and beyond language.? Also tech terms tend to be similar in most languages.


--John Sehring??VE6/WB0EQ??nr. Calgary, Alberta, Canada?


From hbreuer at debitel.net  Wed Oct 19 21:36:35 2011
From: hbreuer at debitel.net (Heinz Breuer)
Date: Thu, 20 Oct 2011 03:36:35 +0200
Subject: [BoatAnchors] French ham radio handbook--free download
In-Reply-To: <1319073215.44248.YahooMailNeo@web45609.mail.sp1.yahoo.com>
References: <1319073215.44248.YahooMailNeo@web45609.mail.sp1.yahoo.com>
Message-ID: <4E9F7B23.8050003@debitel.net>

John thanks for the link. I already started my download.

BTW the URL is split, try this:

<http://communaute.onlineradio.fr/files/file/162-handbook-de-la-ligne-bleue/>

For download click on "Telecharger"

vy 73 Heinz DH2FA, KM5VT



Am 20.10.2011 03:13, schrieb John Sehring:
> http://communaute. onlineradio. fr/files/ file/162- handbook- de-la-ligne- bleue/


From pekelney at rspeng.com  Wed Oct 19 22:40:17 2011
From: pekelney at rspeng.com (richard pekelney)
Date: Wed, 19 Oct 2011 19:40:17 -0700
Subject: [BoatAnchors] Mounting bracket FT-248-A
Message-ID: <738B2591-42B4-45FA-900A-C622BB57318E@rspeng.com>

Does anyone know where I might find a mounting bracket FT-248-A.  This is the part that mounts on the bulkhead and holds a BC-255-A, or CW-23-ABK control unit for the Mark III IFF (ABK, BN, etc.)  The best images I have are at:
http://maritime.org/wish/iffselector.htm
We have the selector unit, power control box and bracket that holds them together.  We are missing the part they screw into that is mounted on the ship or airplane.  I am trying to finish mounting the missing IFF gear on USS Pampanito, a WW II submarine museum and memorial in San Francisco (http://maritime.org/sub).

Thank you,

rich



From signetics at netzero.com  Thu Oct 20 18:35:09 2011
From: signetics at netzero.com (phil)
Date: Thu, 20 Oct 2011 17:35:09 -0500
Subject: [BoatAnchors] odd radio
Message-ID: <5560427FB44540FE96806E260F50049D@philPC>

Enyone know what language is used on this radio ?

Volume control is labeled VOLUMEN
Tuning control is labeled SINTONIA
Short wave bands are labeled OC1,OC2

This radio was made by Philips
Phil
____________________________________________________________
Penny Stock Jumping 3000%
Sign up to the #1 voted penny stock newsletter for free today!
http://thirdpartyoffers.netzero.net/TGL3241/4ea09423c6e078d9f6dst03vuc


From al at ar88.net  Thu Oct 20 17:56:03 2011
From: al at ar88.net (Al Klase)
Date: Thu, 20 Oct 2011 17:56:03 -0400
Subject: [BoatAnchors] odd radio
In-Reply-To: <5560427FB44540FE96806E260F50049D@philPC>
References: <5560427FB44540FE96806E260F50049D@philPC>
Message-ID: <4EA098F3.7090908@ar88.net>

Works in Spanish on Google Translate.

http://translate.google.com/?q=VOLUMEN+SINTONIA&oe=utf-8&rls=org.mozilla:en-US:official&client=firefox-a&um=1&ie=UTF-8&hl=en&sa=N&tab=wT#es|en|VOLUMEN%20SINTONIA

Al

On 10/20/2011 6:35 PM, phil wrote:
> Enyone know what language is used on this radio ?
>
> Volume control is labeled VOLUMEN
> Tuning control is labeled SINTONIA
> Short wave bands are labeled OC1,OC2
>
> This radio was made by Philips
> Phil
> ____________________________________________________________
> Penny Stock Jumping 3000%
> Sign up to the #1 voted penny stock newsletter for free today!
> http://thirdpartyoffers.netzero.net/TGL3241/4ea09423c6e078d9f6dst03vuc
> _______________________________________________
> BoatAnchors mailing list
> BoatAnchors at theporch.com
> https://minime.theporch.com/mailman/listinfo/boatanchors

-- 
Al Klase - N3FRQ
Jersey City, NJ
http://www.skywaves.ar88.net/




From wb0eq at yahoo.com  Sun Oct 23 20:38:20 2011
From: wb0eq at yahoo.com (John Sehring)
Date: Sun, 23 Oct 2011 17:38:20 -0700 (PDT)
Subject: [BoatAnchors] Antenna Rotators
Message-ID: <1319416700.7060.YahooMailNeo@web45601.mail.sp1.yahoo.com>

Well now, older rotators don't have any filamentarian devices except for...pilot lights!? So they qualify for this list.

I have some CDE heavy duty ham type rotators, e.g. CD-45II, Ham M-IV, etc. and associated control boxes from about 30 years ago according to their date stamps.? I never used them, they've been warming my shelf for years.

The control boxes all look quite alike (meter on front, separate turn & brake controls) as do the actual rotators (large bell-shaped things).
The rotators were known to work ok (they'd been refurbished according to the guy I bought 'em from).? 

Yet I couldn't get any to turn with any of three allegedly ok control boxes!? Bah humbug.

So I did resistance cks on the boxes and rotators; also voltage checks on the controllers, all AOK.

My final step (what else was there to do?) was to put the motor run on my Sprague TO-6 cap checker.? It showed all three motor caps with correct capacitance and power factor.? They were all rated at 140 uF @ 40 VAC.

Now these motor-run caps are labeled as "AC" caps & have an AC voltage rating rather than DC.? I assume they're actually bipolar (non-polarized) caps that've been beefed up for AC motor service.

I then checked 'em for leakage current using DC at their AC ratings--aha!? They were all rather unformed; leakage current was high but then quickly declined to 0.3 mA.? Then, as they're bipolar, I reversed the applied DC voltage & let 'em reform in the other direction, same results.

Put back in their controllers, all three now easily turned both rotators in both directions with what felt like full speed & torque.

I shall remember this!

--John WB0EQ


From infomet at embarqmail.com  Mon Oct 24 13:06:33 2011
From: infomet at embarqmail.com (Wilson Lamb)
Date: Mon, 24 Oct 2011 13:06:33 -0400
Subject: [BoatAnchors] Antenna Rotators
References: <1319416700.7060.YahooMailNeo@web45601.mail.sp1.yahoo.com>
Message-ID: <F41669180BC047958B93FE239B82AAFC@wilsonspc>

You obviously need to get rid of that old obsolete stuff!
W4BOH



From zengmeiste at aol.com  Mon Oct 24 17:56:20 2011
From: zengmeiste at aol.com (Jammer)
Date: Mon, 24 Oct 2011 17:56:20 -0400 (EDT)
Subject: [BoatAnchors] OT re: "other" wanted item etiquette
In-Reply-To: <mailman.1.1319475600.32535.boatanchors@theporch.com>
References: <mailman.1.1319475600.32535.boatanchors@theporch.com>
Message-ID: <8CE60AEE5FE5744-B5C-73B18@webmail-d171.sysops.aol.com>

 Gents, am curious how one (if ever) posts a request for
 non-radio-related info.  Without causing a release of the 
 Holy Smoke from list recipients' craniums or equipment...

 aka "networking", I guess.
 
  thanks & 73, Terry B  KC9KEL
 


 


From arc5 at ix.netcom.com  Mon Oct 24 19:59:18 2011
From: arc5 at ix.netcom.com (David Stinson)
Date: Mon, 24 Oct 2011 18:59:18 -0500
Subject: [BoatAnchors] OT re: "other" wanted item etiquette
In-Reply-To: <8CE60AEE5FE5744-B5C-73B18@webmail-d171.sysops.aol.com>
References: <mailman.1.1319475600.32535.boatanchors@theporch.com>
	<8CE60AEE5FE5744-B5C-73B18@webmail-d171.sysops.aol.com>
Message-ID: <175B77A8904C42339B6A67794F5DF545@DaddyPC>

Just make the first thing in your "Subject" line OT:
The people who claim to dislike OT can simply delete it.
And those that open it and read it have no complaint.
Just don't make it an "everyday-thing" ;-)

73 Dave AB5S

----- Original Message ----- 
From: "Jammer" <zengmeiste at aol.com>
Subject: [BoatAnchors] OT re: "other" wanted item etiquette


> Gents, am curious how one (if ever) posts a request for
> non-radio-related info.  Without causing a release of the 
> Holy Smoke from list recipients' craniums or equipment...



From wb0eq at yahoo.com  Tue Oct 25 14:29:23 2011
From: wb0eq at yahoo.com (John Sehring)
Date: Tue, 25 Oct 2011 11:29:23 -0700 (PDT)
Subject: [BoatAnchors] Rotators
Message-ID: <1319567363.71371.YahooMailNeo@web45612.mail.sp1.yahoo.com>

Do the latest rotators still use AC, brushless, 90-degree-phase-shifted winding motors?

If so, they still need those AC "motor" caps.



>From: "Wilson Lamb" <infomet at embarqmail.com>
?>
>You obviously need to get rid of that old obsolete stuff!
>W4BOH
?
--John Sehring  VE6/WB0EQ  nr. Calgary, Alberta, Canada


From wb0eq at yahoo.com  Tue Oct 25 14:41:05 2011
From: wb0eq at yahoo.com (John Sehring)
Date: Tue, 25 Oct 2011 11:41:05 -0700 (PDT)
Subject: [BoatAnchors] For Sale:  Small 2" CRT
Message-ID: <1319568065.74247.YahooMailNeo@web45611.mail.sp1.yahoo.com>

I have here, on my desk, a lovely filamentary relic of WWII:? 


"JAN CRC-2AP1" genuine 2" cathode ray tube from RCA; it also has the US Navy "boat anchor"(!) symbol.


Removed from junked equipment; I have no facilties for testing it (none of my gear with a small CRT has same base pinout) but the filament shows correct resistance; there are no rattles inside the tube.? Only defect is broken-off? keyway on base.? Tube base diagram is RMA 11B/11L.? Be great to see this old timer glow again!? It'll be well packed for shipment.

$25 plus shipping from Canada.


--John Sehring  VE6/WB0EQ  nr. Calgary, Alberta, Canada


From rtg at ee.duke.edu  Tue Oct 25 20:35:56 2011
From: rtg at ee.duke.edu (Rhett George)
Date: Tue, 25 Oct 2011 20:35:56 -0400
Subject: [BoatAnchors] Rotators
In-Reply-To: <1319567363.71371.YahooMailNeo@web45612.mail.sp1.yahoo.com>
References: <1319567363.71371.YahooMailNeo@web45612.mail.sp1.yahoo.com>
Message-ID: <20111026003556.GC31912@ee.duke.edu>

On Tue, Oct 25, 2011 at 11:29:23AM -0700, John Sehring wrote:
> Do the latest rotators still use AC, brushless, 90-degree-phase-shifted winding motors?
> 
> If so, they still need those AC "motor" caps.
> 
> 
> 
> >From: "Wilson Lamb" <infomet at embarqmail.com>
> ?>
> >You obviously need to get rid of that old obsolete stuff!
> >W4BOH
> ?
> --John Sehring  VE6/WB0EQ  nr. Calgary, Alberta, Canada
> _______________________________________________
 - John -

Yes, indeed, rotators such as those made by Channel Master use two-phase,
two-pole motors in both the indicator device and the prime mover on the
mast.  Currently I have such a machine on order for the TV antenna at
this qth.

73, Rhett


From JJan-3 at cox.net  Thu Oct 27 17:50:17 2011
From: JJan-3 at cox.net (Jim Hill)
Date: Thu, 27 Oct 2011 14:50:17 -0700
Subject: [BoatAnchors] RBW Spectrum Analyzer for Sale
Message-ID: <20111027215019.NXON3806.fed1rmfepo101.cox.net@fed1rmimpo01.cox.net>

This is a Navy RBW "Panoramic Radio Adapter", which has a 5.25MHz 
center frequency, and an adjustable +/- 500kHz sweep.  It has an 
internal  115/220V 60Hz internal power supply.  It's complete, but 
has been sitting around my garage for maybe 50 years, so assume it is 
no longer working.  $10.00 OBO, local pickup.

I live in Palos Verdes Estates, which is in the Los Angeles area, 
adjacent to Torrance.   I can take it to the TRW (w6trw) Swap Meet 
this coming Saturday morning  10/29/11.  I also frequently go to 
Westminster, Whittier, and West Hollywood cities in the evening and 
can arrange a pickup there.  For swap meet info, see 
<http://w6trw.com/swapmeet/swapmeet.htm>http://w6trw.com/swapmeet/swapmeet.htm 
Check the TRW swap meet map and Visitors map links for location details

Check the following links for pictures
Front Panel: 
<http://www.adrive.com/public/7678bd320468a72914e2327f02f199ff7ec1358d10a2e9ca09f73bc3c5ccf597.html>http://www.adrive.com/public/7678bd320468a72914e2327f02f199ff7ec1358d10a2e9ca09f73bc3c5ccf597.html

Top View:
<http://www.adrive.com/public/57797848b881ab6c754cbdc600c356dae1de4be03b9697a150c33d9d7b32b74f.html>http://www.adrive.com/public/57797848b881ab6c754cbdc600c356dae1de4be03b9697a150c33d9d7b32b74f.html

Bottom View
<http://www.adrive.com/public/1c3611bdb756123a3df966a24245c50d39781dfbda1f6443f84b01f492985128.html>http://www.adrive.com/public/1c3611bdb756123a3df966a24245c50d39781dfbda1f6443f84b01f492985128.html

Nameplate
<http://www.adrive.com/public/61c4d2a9a9bff86497b2bb5f392d82990a37f8e6afbd2d6a4fe1669eff05dc1b.html>http://www.adrive.com/public/61c4d2a9a9bff86497b2bb5f392d82990a37f8e6afbd2d6a4fe1669eff05dc1b.html

eMail me, and we can arrange pickup details

Jim, w6ivw


